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Cast nylons produced by the anionic polymerization of
caprolactam cover a wide range of applications and have
improved mechanical, thermal and chemical resistance
properties compared with polyamide 6 by injection or
extrusion. 
By the addition of various additives such as colorants, MoS2,
oil, lubricants and antistatic agent, the properties can be
reinforced. 

High mechanical strength

High stiffness, hardness and toughness

Self-lubricating

Excellent wear resistance. Good machinability

Good electrical insulating properties

Good chemical resistance

Properties

Gear, rollers, bushing, screws

Conveyor rollers, steel industry

Part for the textile and construction industry

Applications
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Cast nylon

Cast nylon + MoS2

Cast nylon + Oil

Cast nylon + Wax

Cast nylon Lube

Cast nylon + GF

Cast nylon AST

blue, natural, black  

dark grey

green, yellow

light grey

red

black  

black , white

Cast nylon

Cast nylon + MoS2

Cast nylon + Oil

Cast nylon + Wax

Cast nylon Lube

Cast nylon + GF

Cast nylon
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CAST NYLON  blue, natural, black  

CAST NYLON + MoS2 dark grey

CAST NYLON + Oil  green, yellow

CAST NYLON + WAX  light grey

CAST NYLON LUBE red

CAST NYLON + GF black  

CAST NYLON AST black , white
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NAMIL
CAST NYLON RODS mm

standard
length 

tol. of diameter weight

ex stock

mm Min Max kg/m

30

10000

+0.5 +1.0

0.85

35 1.15

40 1.51

45 1.91

50 2.36

55 2.85

60 3.39

65 3.98

70 4.62

75 5.30

80 6.03

85 6.81

90 7.63

95 8.50

100

+1.0 +2.0

9.42

105 10.39

110 11.40

120 13.56

130 15.92

140 18.46

150 21.20

160 24.12 

170 27.22

180 30.52

190 34.01

200 37.68

210

+2.0
+3.0

41.54

225 47.69

230 49.83

250 58.88

260 63.68

275 71.24

280 73.85

290 79.22

300 84.78

315

500

+3.0 +5.0

93.47

330 102.58

350 115.40

380 1000 136.02

400 500 150.72

500
220

235.50

600 339.12
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NAMIL
CAST NYLON SHEETS

NAMIL

mm

tol. of
thickness

Min.
mm

Max.
mm

kg/m ex stock

5

+0.4 +1.0

3.00 3.60 6.00 7.20

6 3.60 4.32 7.20 8.64

8 4.80 5.76 9.60 11.52

10 6.00 7.20 12.00 14.40

12

+0.5 +1.5

7.20 8.64 14.40 17.28

15 9.00 10.80 18.00 21.60

20 12.00 14.40 24.00 28.80

25 15.00 18.00 30.00 36.00

30 18.00 21.60 36.00 43.20

35 21.00 25.20 42.00 50.40

40

+1.0 +3.0

24.00 28.80 48.00 57.60

45 27.00 32.40 54.00 64.80

50 30.00 36.00 60.00 72.00

55

60 36.00 43.20 72.00 86.40

65

70 42.00 50.40 84.00 100.80

75

80 48.00 57.60 96.00 115.20

90 54.00 64.80 108.00 129.60

100 60.00 72.00 120.00 144.00

110

+2.0 +5.0

120

130

140

150

160

170

180

190

200

kg/m kg/m kg/mex stock ex stock ex stock


